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CONCERT SOUNDSPECS  
 
(STANDARD SETUP, EXTRAS CAN BE DISCUSSED AND ADDED IN 
ADVANCE)  
 
PA system: NEXO Geo S12  
Geo S1210 4pcs per side, bi-amped, flown  
Subs NEXO RS18 4pcs, groundstacked 
Processing & Amps: NEXO NX242 + CAMCO Vortex 6 2pcs per side,  
Outfills Nexo P10 
Delay Nexo ID24 
Balcony fills Nexo M6 3pcs per side 
 
FOH mix: Soundcraft Vi600 64/16  / Midas M32R  DL32/16 
 
 
Outboards: 
Yamaha SPX 2000 
Lexicon PCM 81  
T.C.Electronic D-TWO rhythm tap delay 
Analog comp/lim dbx162SL, free insertable  
 
Monitor system:  
Custom wedge 600W (15“+1,4“, bi-amped) 8pcs 
Processing & Amps: BSS MiniDrive 334 + QSC PLX per channel  2pcs 
8 channels total 
 
Microphone chart: 
AKG D112 
AUDIX D6 2pcs 
SHURE BETA52 
SHURE BETA91 
SHURE SM57 15pcs (+ drum clamp A56D 3pcs) 
AUDIX D2 4pcs (+ rim holder D-vice 4pcs) 
AUDIX D4 4pcs (+ rim holder D-vice 4pcs)  
SHURE BETA57 2pcs 
AKG C451B 6pcs 
AKG C3000 2pcs 
AUDIX ADX51 2pcs 
AKG D3700 2pcs 
SHURE SM58 12pcs 
SHURE BETA58 3pcs 
SENNHEISER e906 2pcs 
  
DI RadialJ48 (activ) 12pcs 



DI Radial ProD2 (2ch passiv) 4pcs  
 
Communication:  
Wired intercom AXXENT (clearcom compatible) 
 
 
 
EXTRAS – on special request & extra fee only:  
 
Separated monitor mix: 
Allen&Heath iLive144 + iDR48 incl. DANTE 
 
Additional monitors:  
Custom wedge 600W (15“+1,4“, bi-amped) 2pcs 
  
SHURE wireless ULXD, KSM9/Beta 58 2pcs  
SHURE wireless in-ear monitor set P9TE-G6E 1pc  
 
 
 
Contact:  
Michal Stehlík  
michal.stehlik@palacakropolis.cz  
+420603106988  
 
 


